OS2 ™ couipment

for OTR TYRES

STEP BY STEP DEMO OF
WHEEL CHANGING EQUIPMENT

) Lift the vehicle from
the ground for easy removal of the tyre.

HYDRO -
PNEUMATIC JACK

Ives

STLS50-2J

Using hydraulic— pneumatic
jack, tractor is lifted.
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MANUAL WRENCH Using rigid jack stand,

tractor is maintained at a

PNEUMATIC WRENCH lifted height

WITH TROLLEY

ipmen

Dismount the wheel from the Vehicle :
Wheel can be easily dismounted from the Vehicle opening the wheel lug nuts.
This can be done using a manual wrench or a pneumatic wrench.

2A: Manual Wrench 2B : Pneumatic Wrench
(Torque ratio 60:1) with trolley

1 Supports the heavy wrench, is
adjustable to various heights & provides
easy passage to remove / install lug
nuts.

1 Portable Pneumatic Wrench Trolley

[ Trolley plate at the basement for easy
storage of lug nuts

& HYDRAULIC BEAD
5 BREAKER

WHEEL DOLLY

Wheel Change Equ

Remove the loosened wheel from the vehicle :
After the wheel nuts have been removed, use SARV wheel dolly for the
removing the wheel completely from the vehicle.

1. 2x4 large rollers improve
handling of tyres wiht deep treads.

2. Rollers can be adjusted to the
width of the wheel.

3. Capable of handling large
wheels from 1250 mm up to
2400 mm in diameter and up to
1050 mm in width.

4. Double acting hydraulic system.
Hands-free switch between
Lifting and lowering action.
Safe and controlled lowering.

5. Capacity 1.600 kg.

6. Weight: 158 kg.

Required

BEAD BOOSTER INFLATOR GAUGE
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WHEEL CHANGE EQUIPMENT for OTR TYRES

G Break the bead to change the tyre.

\
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Option:1
220804 COMBI OTR TYRE
BEAD BREAKER KIT

Option: 2
220904 DIAMONDBACK
BEAD BREAKER KIT

"1 220804c

BEAD BREAKING

Easily Break The Bead Using Hydraulic Bead Breaker. Save Time And Energy Of The Operator

Option:3
220903 GIANT OTR
BEAD BREAKER KIT

l E 220804C
- X
220903A Tyl
220804A 2208048
Manual Demounting Tyre Using Sarv Tool Kit ( Training video available) DESIGN AND (////)@@W
®
) MANUFACTURED | proessona e Tois & Eqipmonts e 1991
o Tubeless Tyre Mount/Demount Standard Tool Kit
Weight: Code No.
-— 22.170kg 220403
220412 - The Kit contains the following items:
-~ 50001 = ; 220400 Tool: Qty: Weight: Code No.
- * Bag with Wheels (optional) 1 No. 4.600kg 220412
- 220004 * Tyre Lever 2 No. 1.950kg 220004
— * Tyre Lever 1 No. 1.630kg 220184
220184 poots * Impact Bead Breaker 1 No. 10.500kg 220134
T E——. * Bead Holding Tool 1 No. 350gms 220400
220134 * Valve Core Screw Driver 1 No. 25gms 330002
——) « Sarv Paste (Economy) 1 No. 1.000kg 2200130
220415 330002 E * Brush for Truck Tyre 1 No. 150gms 220415
2200130 * Duster 1 No. 15gms D0015

e Mounting The Tyre Using Sarv Tool Kit

Tubeless Tyre Mount/Demount Standard Tool Kit
=1
-_—
220412

’_-'
220004

220004

220400

D0015

220184

220134
220415

L 4

330002

Tyre Changing (Option 2) -Tyre Changing Machine
Easy to fit and remove all type of truck tubeless and tube type tyre son all types
of single, piece, two piece and three piece rims without damaging tyre bead.

DL-3500 <
Applies to rim dimension
between 14" to 56"

DL-2500
Universal machine
for rim size 14" to 42"

Tyre Changing (Option 3) -Specialized Tyre Levers

Ve

6) Tyre Changing (Option 4) -Specialized Tyre Levers

-~ MANUFACTURED

—

220244

.

MOUNTING TYRE

220264
Heavy Duty Lock Ring Removal Tool Used for

Multi Piece Rim especially hub type. mounted on Drop centre rims.

I © .

MADE BY SARV

Lever for lug base of Earthmovers
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220094 220234 p@)@w@m oo
Lever for Earthmover Tyres Lever for Earthmover Tyres
locking Ring locking Ring

Swan Neck Leverage Bar :

Great alternative to handled bead breaking wedges
or hydraulic bead breakers. Bead breaker leverage
bar’ s one end features a swan neck that reaches
further into the rim, so you can break rusted or
frozen tire beads with less effort. Works with all
types of tire rims. Other end can be used as a
leverage bar.

Unseated
bead
Bead booster
Seated « Seats the bead quickly
bead * Max. 120 PSI

1) Use the wheel dolly to carry the

inflated tyre from the tyre inflation
'safetv cage back to the tractor

easily without much effort !

2) Use the manual
wrench orthe  ~
pneumatic wrench
to tightly secure
the wheel nuts

MOUNTING THE WHEEL

2200417

Tyre Tread Depth Gauge
for OTRs & Earthmovers in
Plastic body. 0-150 mm.

2200317 3300641

Tyre Tread Depth Gauge
for OTRs and Ems in Alu
body. 0-150mm.

Valve Core and Cap
screwdriver for Large
Bores of Earthmovers

550007

Flexible Valve Extensions
for Large bores of
Earthmovers
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